
HOW TO CHANGE THE HOSE ON YOUR
COLORIZER COLOR PUMP

R O T O C H O P P E R  U N I V E R S I T Y

Always ensure proper safety protocol is followed and appropriate PPE is worn.

(Perform lockout tagout)

See Figure A

See Figure B

See Figure C

See Figure D & E

See Figure F
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Isolate the pump from the electrical supply by disconnecting the electrical 
plugin for the colorizer skid or if your pump is hydraulically driven turn the 
engine off and remove the ignition keys from the panel.

1

Place a tray or bucket under the drain plug at the bottom of the pump head to 
drain the colorant lubricant from the pump. Remove the drain plug and allow 
the hose lubricant to flow out of the pump and into the bucket.

2

Disconnect the suction and discharge pump lines. Keep track of which line goes 
where because it can vary from model to model so make sure if the discharge 
line is on top you put it back on top. You can use a marker to mark the lines and 
mark the pump to make sure they go back in the exact same position.

3

Loosen the hose clamp of the inlet and outlet ports by loosening the bolt. 
Loosen the bolts of the bracket and remove the bolts.

4

Switch on the electrical supply and drive out the hose from the pump 
chamber by jogging the drive motor. This can be done by turning the 
colorizer on, setting the color speed to 150, and holding the feed forward 
button until the color pump motor turns on.

5

Lubricate the new pump hose outer surface with Bredel hose lubricant.6

Run the motor so that the motor pulls the hose into the pump housing. Stop the 
motor when the hose sticks out equally from both sides of the pump housing.

7

Replace the rubber bushing, hose clamp, and brackets on both ports. The 
clamps are identical and can go on the top or the bottom. Add a little bit of 
lubricant on the fitting inside and slide everything on. Reinstall the bolts and 
tighten the bolts evenly.

8

Make sure the drain plug is inserted and tight, then add the Bredel hose 
lubricant. Fill above the minimum line on the pump. Depending on the size of 
your pump you might need two jugs of lubricant.

9

Reconnect the suction and discharge lines to the pump making sure that you've 
noted the placement of each to ensure realignment. They'll go into the exact 
same position they were removed from. Turn the power back on.
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CONTACT ROTOCHOPPER’S SERVICE TEAM WITH ANY QUESTIONS.


